B a2 TR Akl

—t” /7’
SECURITY cussan PAGE (When Date Entered)
' . READ INSTRUCTIONS
REPORT ijfUMENTAT'ON PAGE BEFORE COMPLETING FORM

2. GOVY ACCESSION NOJ} 3. RECIPIENT'S CATALOG NUMBER

1. REPORT NUMBER

' ;| "AFOSR-TR- 81-0868 [4\ 1) v

L

! 5. TYPE OF RCPORT & PERIOD COVERED

/| Annual Technical Report
CATOPTPIC X~RAY OPTICAL SYSTEM oct. 1, 1980-Sept. 30, 1981

6. PERFORMING ORG. REPORT NUMEER

b ] i
s ]

4. TITLE (and Subtitle)

g o

» (For Use in Laser-Fusion Diagnostics)

8. CONTRACT OR GRANT NUMBER(s)

“AFOSR 78-3480

7. AUTHOR(3)

Professor James F. McGee

9. PERFORMING ORGANIZATION NAME AND ADDRESS 10. PROGRAM ELEMENT, PROJECT, TASK
AREA & WORK UNIT NUMBE

Departmeat of Physics S é// 55 7/_:
- _ "

Saint Louis University : e ~-

221 N. Grand Blvd., St. Louis, MO 63103 ~ | 2301-A7 - 1
11. CONTROLLING OFFICE NAME AND ADDRESS . 12. REPORT DATE §

Air Force Office of Scientific Research i November 30, 1981

Building 410 13 NUMBER OF PAGES

Bolling AFB, DC 20332 /5 20
14. MONITORING AGENCY NAME & ADDRESS(if d“‘:{:ﬂ

yd j :
Zrom Codtrolling Office) | 1S SECUBITY CLASS. (of this report)
\J g - ZM
t 15a. DECL ASSIFICATION/ DOWNGRADING
SCHEDULE )

16. DISTRIBUTION STATEMENT (of this Report)

ADA109037

Approved for public release s
distributionunlimited.

17. DISTRIBUTION STATEMENT (of the sbstract entered in Block 20, 1t different from Report) T‘( :
= £ Wi

18. SUPPLEMENTARY NOTES

. KEY WORDS (Continue on reverae side 1 necassary and identify by block number)

X-RAY OPTICS
LASER DIAGNOSTICS

DTG FILE CopY

|

[

|

/ !

20. ABSTRACT (Continue on revarse side if necessary and identify by block numborN[A compound x-ray :Lmaging l
|

device is being developed as an aid in the diagnostics of a laser-fusion process
which involves a pellet about 100 microns in diameter. While previous reports

have dealt with the use of certain aspheric surfaces in the x-ray imaging process
this report is confined to a thorough investigation of the use of Abbe's sine
condition at grazing angles of incidence in the case of a single reflector7\

' DD 5305 1473 % - L 3439715
/_\)J SECURIT YELASSIFACATION OF THIS PAGE (When Dats Entered)




TABLE OF CONTENTS

Cover and Title Page (DD FOorm) . . + « ¢ v v o ¢ o o o « & o« i
Table of Contents . . ¢ ¢ ¢ ¢ & ¢ o ¢ ¢ o o o s o o o « o « ii
I. Introduction . . & & & ¢ & ¢ ¢ o o o o o o o o o o o o & o o 1

Significance and Principal Aim of the Research

j II. Recent Work by the Principal Investigator and Students . . . 2
g A. Coma Reduction in the Single X-Ray Reflect r . . . . 2 ;
E 1. Appiication to a Spherical Mirror . . . . . . . 5
2, An Extended Sine Relationship with
Application to Reflection at
Grazing Incidence . . . + ¢ ¢« ¢ ¢ ¢« ¢ 4 ¢ 4 e W 7
= 3. Comparison of Ray Tracings for an 01d :
= and a New Selection of Parameters . . . . . . . 12 ;
: III. Cumulative Publications . . . . « ¢ & ¢ ¢ ¢ 4 v ¢ ¢ s o o & 15
B IV, RefercnCes . « « o « « « o o o o o o o o » s o o o o s o o o 15
&
& V. Biographical Sketches . . . . . . . . ¢ ¢ . . v 040 16
? ATR FOTCE OTTTCT A7 S0TFNTTPIC RESD IR (ATSC) .
( T e e FOTICLR OF TR "'TL'* TAITTIC ,
DCCQSI}‘;G‘ qr ) CTELs toohrt s oy nhE s nn Havintng .q;gﬁ} ig ; 1
NTIs coggr 1?7‘£; epproved “av o s seYende TAG LA 12)-12, };
B7PIg 703 Distribution t3vulimited. ©o1is »
ol - [
| U, R I .‘ MATT}EWJ KERFER -/ : ‘
7 Sty 7 * Chief, Technical InformationDivision : B
f R |
| Avr n.::._ C T :
,‘ L Qo n T hlio gelabﬂ!\ i
iDiot, N ;pproveaf°rp§hli jred. §
: : aisyriputiod
Fo |
4 |

ovas an e

- 81 12 29 075 ’

AN ey w1 =t




'lll.lliiﬁi;ﬁu-.-*m~.w.«u,mﬁww_;.i;m;;,,;.a===EEIIIIIIIIIII=FET“"””““"ﬁ“"“?ﬁﬂﬁznna:;:ww'

I. Introducticn:

A. Significance and Principal Aim of the Research

For some time now the need for a good scheme to image the x~rays asso-
ciated with the laser-fusion implosion process of . a thin spherical pellet
in the 50.to 100 micron diameter range has been evident. Several labora-
tories have resorted to the age old pin-hole camera (literally a pin-hole
in a sheet of lead which is positioned between the source and. the recording
film). 1It= quoted resolution of 15 microns by one source leaves much to be
desired. A resolution at least two orders of magnitude lower would be de-
sirable and attainable by x-rav focusing methods.

The principal investigator built the first su.cessful long-wavelength
x~ray microscope at Standord while working under Professor Kirkpatrick.
The microscope was capable of meking x~ray micrographs of biological tissue-
sections only seven microns thick with adequate contrast. In those days a
detailed knowiedge of the geometrical and physical optics connected with
the formation of images by the total-external reflection of x-rays was only
in its infancy, this pa-ticular phase of optics never having attracted the
attention of the great optical scientists of bygone days.

Crossed-mirror x-ray microscopes as used by the author and others have
been of the simple magnifier type. They lacked an ocular or eyepiece lens
found in the ordinary compound light-microscope so common to biological
laboratories. A compound microscope either for light or x-rays would be

distinguished from a simple magnifier by the formation of an intermediate
image.

Crossed-mirror x-ray microscopes have been used as simple magnifiers
with one important difference. The object was placed just outside the
first focal point so as to form a real magnitied image which could be re-
corded on film.

We propose then the study and construction of a compound reflection
x-ray system which will have sufficient resolution and magnification for

laser fuiion diagnostic purposes in the wavelength region of approximately
5 to 50 A,

The compouud x-ray microscope could be operated so that the real image
formed by the objective lans would fall just outside of the focal point of '
the ocular or second lens so that the latter would produce a real image ‘
which could be recorded on film or by a vidicon or CCD.

s b T I I N

Ordinarily we think of a telescope as an instrument which is used to L
examine large objects (moon) at large distances (moon to earth). A micro- !
scope on the other hand is used to examine small objects (a bacterium) at

small distances (oil-immersion lens). The pellet used in laser fusion is ?
indeed small {50 to 100 microns). However it is not feasible to examine it ;
at very small distances, as it implodes, because of possible damage tc thie !
observing system from target debris and heat. With the latter realization
the goal is modified to that of examining a small object at a large distance.
Occasionally biologists are faced with & similar need and will exchange
their objective lens having a focal length of a fraction of a mm for one




which has a focal length of 5 cm. The latter type of objective lens is
referred to as a "large working distance" objective since now the specimen
must be placed slightly greater than 5 cm from the objective lens,

A suitable x-ray imaging system for laser fusion diagnostics does in-
deed need an objective lens with a '"large working distance'". Fcr instance
in the Rochester tank no diagnostic apparatus can be closer than 22 cm to
the target. Even more serious than this mechanical limitation is the fact
that at calculated power output aluminum filter-foils would be vaporized
and optical components otherwise damaged by target debris.

Due to the heating and debris constraints we are currently designing
our apparatus so that no parts project within the tank. Our design working-
distance will be 90 to 100 cm subject to change of course upon receipt of
further information. The Rochester tank is 90 cm in radius with many ports
1§ about 5.08 cm in diameter,

II. Recent Work by the Principal Investigator and Students

A. Coma Reduction in the Single X-Ray Reflector

A reduction of the amount of coma in an optical system implies that
Abbe's sine condition is being satisfied to some extent. It is well knovn
that if an axial point is imaged without spherical aberration it does not
follow that a point slightly off-axis will be imagined free of spherical
aberration. When an off-axis point exhibits spherical aberration, the geo-
metrical aberration present is known as coma. Abbe's sine condition as
stated and sometimes derived in standard optics textbooks refers to refrac-
tion optics. Whiie admittedly not a perfect condition, the usual admonition
is to keep the object and image size small. It is not clear with what the
image or object size should be compared.

As previously stated Abbe's sine condition is derived for the refrac-
tion case. What if any changes in its form or interpretation occur in the
case of reflection-optics and in particular, grazing incidence optics at
x-ray wavelengths?

It will be helpful to review some historical geometrical methods of
following the path of a ray refracted at a spherical surface before proceed-
ing to the reflection case at grazing incidence. Thomas Youngl provides ar
interesting geometrical construction for the path of a ray refracted at a
spherical surface.

In Fig. 1 the center of the spherical refracting surface S of radius r
is designated by C. 1Its index of refraction is n' where n' > n. Let PB

represent the incident ray direction. Next draw a circle of radius t' "%T r,
concentric with the spherical refracting surface S. Finally, draw a similar
L

concentric circle of radius t = %— r. Extend the line PB until it intersects

the surface v in Z, then join Z to C by a straight line and let Z' be the i
point of intersection of the latter with the surface 1'. The straight line te
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drawn from B through Z' then gives the direction cf the refracted ray BR'.
Ne . in Fig. 1 that

¢z _CB
EE = Czl (1)

Since the triangles CBZ and CBZ' are similar, £ CBZ = £ BZ2'C = o and
LZCBZ' = £BZC = a'. By the laws of sines:

cz _.¢ __ ., _CB___cz
sin ¢  sin a' sin ¢ sin o'
whence
CZ sin a CB sin a
CB sin a' and cz?! sin a' 2)

By the law of refraction:

sin a n'
=

sin o' n (3
Thus from Eqs. (1), (2), and (3)
CB cz' n (4)

which establishes the fact that BZ' is the path of the refracted ray.

In order to find the image~point Q from the position of its object-
point P, the following additional construction on Fig. 1 is necessary. On
BC as diameter construct a semi-circle meeting the chief incident ray PB.
in a point Y and the chief refracted ray BZ' in a point Y'. The so-called
Center of Perspective K is determined by the intersection of the straight
lines YY' and Z2'. Since £(32' = ZCYY', both being inscribed angles stand-
ing on the same arc CY', it follows that YY' is perpendicular to CZ'Z at K.
In virtue of the above, the following simple construction is made possiblc.
Instead of drawing the semi-circle simply drop a perpendicular line from C
to the incident ray direction (extended). Label the intersection Y. Next
draw YK perpendicular to CZ at K. Finally the straight line from P through
K will intercept the refracted ray BZ' at the image point Q. The points
Z and Z' have the interesting property that to a homocentric bundle of inci-
dent rays converging to Z corresponds a homocentric bundle of refracted
rays converging to Z'. The latter property is independent of the angular
opening of the incident bundle of rays end hence is true for a finite aper-
ture. The pair of conj—sate points Z and Z' which lie on the axis of a
spherical surface as shown in Fig. 1 are called an "aplanatic pair" for
which the spherical surface is aberrationless.

Still another viewpoint of the aplanatic pair of points Z and 2' is to
\j

note that since CZ' = -:—, r and CZ = {:— r the product

CZ - CZ' = r? (5)

i
i
i




which reminds one of the solution of certain electrostatic prohlems by
"inversion in a sphere".

The points Z and Z' always lie ou the same side of the center C of the
spherical refracting surface with the consequence that the real rays pass
through one point Z and the extrapolated rays will form a virtual image at
Z', Thus one of the spherical surfaces t is tlie virtual image of the other
surface t'.

1. Application to a Spherical Mirror

7t is not unusual in optical treatment to make a derivation for the
refracting case and then apply the result to the reflection case by simply
setting n' = -n,

By referring to Fig. 2, the law of refraction is given by

n' sina' =n sin o . (6)

Fig. 2

In order that the latter formula te applicable to the rare of reflection as
well as refraction, the values of n' and n in the foruwer case must be such
that a' = -a. Therefore

n' sin(-a) = n sin o

hence
n' = -n, the stated requirement.

However, in the case of reflection at a spherical mirror the previous con-
struction fails since

T e AP




CZ' = %7 r becomes CZ' = -r
and
CZ = —1r Dbeconmes CZ = ~r .

Thus a spherical mirr>r has no pair of "aplanatic points" corresponding to
Z and Z'. From the re¢lation

cCes ¢z n n 1 )

it follows that CB = ~C.'' and CB = CZ. 1In other words, the aplanatic points
Z and Z' coincide at the vertex of the mirror and hence do not exist as
separate points as in the case of refraction.

Although in the case of reflection at the surface of a mirror we cannot
make use of the aplanatic points Z and Z' since they have no meaning, a
similar construction for the reflection case is however possible2 in the

following manner as illustrated by Fig. 3.

Flg. o
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In Fig. 3 the center of the srherical mirror M is designated by C.
Let an incident ray y meet *tue mirror at point B and be reflected as u'
so that £CBy = Zu'BC. On CB as diameter construct a circle which cuts u
and ' in the points Y and Y' respectively. Obviously as was the case in
refraction, the point Y’ on u' is the image of the object point Y on u and
YY' intersects CB at the center of perspective K. To determine the image
position of the meridian ray draw a straight line from the object point P
on u through the center of perspective point K to intersect the reflected
ray u' in Q. To determine the image position for a sagittal ray draw a
straight line from the object point P on u through the center C of the mirror
ciccle to intercept the reflected ray in Q'.

Also it should be noted that straight lines drawn through K and C par-
allel to the incident ray jy will determine by their intersections with the
reflected ray u' the focal points of the meridional and sagittal rays F'and
J' respectively. The conjugate focal points are dctermined by drawing
through K and C lines parallel to the reflected ray u' and noting their
intersection with the incident ray u. These points are already shown in
Fig. 1 as F und F' respectively for focusing in the meridian plane.

2, An Extended Sine Relationship with Application to Reflection
at Grazing Incidence

it 3.

In Fig. 4 a concave reflector with its apex at B and of radius R has
points Y and Y' already determined as in Fig. 3 for incoming and outgoing
ray directions u and u' respectively. The center of perspective is at K.
In Fig. 4 P and P' are conjugates as well as I' and T' with T and I'' on a
pseudo-axis IKI'' which is at a very small distance KB from the vertex B,
Since CY is perpendicular to y and YKY' is perpendicular tg CB it is easy
to show that CK = R sin? a and consequently KB = R(1 - sin® o) which is very
small for the case uof grazing incidence where a approaches 90°. If in
Fig. 4 the distance PB = p the object distance and BP' = q the image dis-
tance then since the triangles PFK and KF'P' are similar, the ratio of
corresponding sides results in

]
|
j
j

- f f
Rf| pe— (8)

where £ = FB and f' = BF' respectively. Equation (8) upon cross multiplica-
tion becoumes

{p - £)(v - ) = £f' (9

which is recognized as Newton's Equation in optics. By substituting i
f' = f = (R sin 1)/2, the well known focal length in the meridian plane for 4
grazing incidence, where i = (90° - o) of Fig. 4 and R is the radius of cur- P
vature of the reflecting surface, Newton's equation reduces to j

2

"R sin 1 (10)

1,1
P ¢

the equation commonly used to determining imuge formation at grazing angles
of incidence in the meridian plane.
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For point P in Fig. 4 che distance (p - f) is given by
(p~f) =PF =TF - TP (11)

and the distance (q - f) is given by

(q - £) = F'P' = F'T' + I''P' , (12)
By construction
PQ = y = TP sin 8 (13)
and
P'Q" = y' = T'P' gin 6 (l4)

Also note that by the law of sines

TF £!
sin 0 sin 6 15)
and
T'F' £
sin 6  sin 6" (16)
With £ - £' for the reflection case, substitution in Eq. (9) yields
£2 = (IF - TP)(I'F' + I'P") 7

which becomes upon substituting from Eqs. (13), (14), (15), and (16)

2 sin 6' _ vy sin 6 _ y!
£ [f sin 8 sin 6] [f sin €' * 5in e'] (18)

Upon dividing by f and rearranging the result is
1
y' sin 6' -~ y sin 6 = 2%_ . (19)

Equation (19) will be referred to as the extended sine condition for grazing
incidence optics.

Abbe sine condition as usually stated for refraction optics is
n'y' siny' -nysiany =0 (20)

where n and n' are the refractive indices of object and image space “espec-
tively and y and y' are the angular apertures for an object and image point
respectively. Since the product of a refraction index and a geometrical
distance is an optical path length, Abbe's sine condition implies the appli-
cation of Fermat's principle in its derivation and thus requires for good
imaging Lhat the difference between some two optical paths be exactly zero.
Previous applications of the zero form of Abbe's sine condition would rule
out the possibility of using a single reflector for good imaging free of
coma,

ke o R~ e+
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The high quality of some experimental x-ray images using single reflcct-
ing surfaces raised some questions about the interpretation and limits of
Abbe's sine condition as commonly stated and applied. The final Eq. (19)
specifies the condition under which a good image can be obtained with a
predetermined amount of wave-front aberration. The index of refraction does
not occur in Eq. (19), the extended sine condition, since it is unicy in the
case of reflection.

The form of Eq. (19) lends itself to a ready determination of what
object sizes can be tolerated for a given magnification and focal length of

a single reflector system for a given error ¢ in optical path. Rewriting
Eq. (19) for small angles and error ¢

y'o' - y0 + ¢ = > A A
Dividing by y

b ARPLINY .
y y yf

Defining y'/y = M, the magnification, then

Also, since M = 6/6' and 6 = M8' the result is

Thus if we are satisfied with an error ¢ = A/4 of wave aberration

M=— (22)
4y2

Typically a system with a focal length of £ = 4 cm would give an image
good to the indicated tolerance if the object is 4 microns high and the
magnification = 343.8 using A = 5500 &. For a focal length of f = 8 cm and
an object height of 32 microns the magnification should be 10.74.

The formula has been calculated for a variety of focal lengths and
object sizes the results of which are shown in Table 1. All were calculated
using A = 5500 K. Since we are ultimately dealing with x-rays it might seem
strange to use an error which is a fraction of a wavelength of visible light.
Remember that we are dealing with wave-front aberrations which cause a dis-
placement of the intersection of an x-ray pencil with the recording film.

The t:ransverse displacement on the film would only become bothersome when
the wave-front ervor is measured in fractions of a visible light wavelength.

Various derivations of Abbe's sine condition assume that the imaging
of an axiai point is free of spherical aberration and then proceed to apply
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Fermat's principle to arrive at the commonly stated form. The previous
derivation of the extended sine condition suffers from the same defect and
leads one to expect that the imaging could be further improved by using a
slightly aspheric surface. ¥Frevious ray-tracing involving sophisticated
aspheric-surfaces, did not always show good results bhecause, as it is now
realized, the selected parameters such as radius of curvature, angle of
grazing incidence, object and image distances, extent of object, did not
agree with the tolerable values stated in Table 1.

On cne or two occaslions the experimental images were better than ex-
pected. They can now be almost completely explained by the fact that the
correct parameters according to Eq. (21) were accidently selected due to
constraints on the equipment and positioning of some of the components in
laboratory space,

T e

datd

3. Comparison of Ray Tracings for an Old and a New
N Selection of Parameters

After incorporating Abbe's sine condition as commonly used in the
design of several x-ray optical systems, it was found, upon ray tracing, that
the results were disappointing in spite of keeping the object and image size
small as recommended in several textbook versions of Abbe's sine condition.
Ore perceived difficulty in its application is with what should the smallness
of the object and image size be compared. Also, what is an allowable tolerance
for satisfactory imaging. These questions are more satisfactorily answered
by the use of the extended sine condition as developed for grazing incideunce
optics in the prereeding section.

As seen by Table 1 and Eq. (21), once a tolerance such as a quarter
wavelength of wave-front error has been decided upon, the selection of any two
of the three parameters y, f and M fixes the value of the third. The remain-
ing parameters are then easily found., For example, since £ = R sin i/2 and
i is usually the maximum attainable i for the wavelength of x-rays in use |
and the material of the reflector surface, R is determined. The selection
of the image distance q follows that of the object distance p since the
latter must be chosen to be greater than f if a real image is to be formed.

A somewhat dramatic indication of the usefulness of the extended sine
condition may be seen in its application to a single reflector. In the past, |
it has not been uncommcn for one to dismiss the possibility of forming good
x-ray images by a single reflector system. The usual stated reason was that 3
a single-reflector could not be made to satisfy Abbe's sine condition. That
something was b:ing overlooked became obvious when occasionally a good x-ray
image would turn up experimentally.

In what follows a comparison will be made between the resulting images
governed by the extended sine condition with respect to the original selec-
tion of parameters and an image resulting from a selection of parameters
which have been determined by outside requirements such as distance to
target in the laser-fusion experiment or parameters which have been "dreamed"
up for the sake of a numerical calculation.

-12 - }




i opns e

P,

In Fig. (5) the results of two determinations of intensity distributions
in the image plane are superimposed. Before superpositioning, each intensity
distribution was divided by its magnification. This procedure makes any alter-
atior of the object by the imaging system readily apparent. Ideally, of course,
the image, reduced by its magnification, should be an exact replica of the
object but practical systems never yield such a result. Intensity, as used
in this context, refers to the number of rays from an object point which inter-
sect the Gaussian image plane within some previously assigned "cell" length.
This geometrical intensity definition, of course, would break down in the case
of perfect point-to-point imaging since the intersections with the image plane
would be considerably less than a wavelength.

For the intensity distribution shown as solid black lines in Fig. (5) the
parameters f = 80 cm, y = 100 microns and M = 10 were chosen to be in reason-
ably close agreement with Eq. (22) which would yield M = 11 for the desireable
magnification, From each of six object points, separated a distance of 20
microns, a thousand rays were followed through the system and their inter-
sections with the corresponding image plane determined. Some 200 cells each
5 microns wide in image space were used to collect the rays. For the image
shown as heavy dark lines in Fig. (5), all 1000 rays from each object point
fell in a single cell in image space which translates into 0.5 microns of
maximum width in object space.

The latter intensity distribution is to be compared with that of a system
whose parameters were originally selected without knowledge of the extended
sign condition expressed by Eq. (22). The cross-hatched distribution shown
in Fig. (5) is for a system whose focal length f = 2,90 cm, y = 500 microns
and M = 30. Since the object points in this case were 100 microns apart the
only overlap with the first case occurs at y = 0 and y = 100 microns. It is
noted that for the field point at y = 100 microns, the image when referred to
object space is spread over 9 microns. Although not shown in Fig. (5), the
situation becomes worse at y = 200 microns, where the reduced image-width is
12 microns in object space.

These results and others at hand would seem to bear out the thesis that
the single x~-ray reflector has very useful qualities when the operating system
parameters are carefully selected to closely satisfy the extended sine condi-
tion as represented by Eq. (21).
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Plenum Press, New York 1980,

Properties of an X~Ray Catoptric System ir Vol. 190, '"Los Alamos Con-
ference on Optics '79," published by SPIE, Washington 1979.
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